
STEEL BEAM W/ SPRAY ON FIRE PROOFING
SEE STRUCTURAL DRWG FOR SIZE

END OF FACE BRICK (SOUTHWEST WALL)

EL. 10'-0"

FLOOR 2: TOP OF SLAB

EL. 12'-0"

TYP. EIFS WALL ASSEMBLY.
SEE 5/A410

TOP OF BEAM (ABOVE LOUVERS AT FLOOR 1)

EL. 10'-4 3/8"

2" RIGID INSULATION
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Exterior Details II
TYPICAL WINDOW OPENINGS

The Pitt Street Residence
Common Ground Community
133 Pitt Street
New York, NY 
10002

Architects:

No. Date Revisions / Submissions

08/21/06 CONSTRUCTION DOCUMENT 100%

Key Plan

Kiss + Cathcart, Architects
44 Court Street, Tower C
Brooklyn, NY 11215
(718) 237-2786 phone / (718) 237-2025 fax

MEP Engineers:

Goldman Copeland Associates
520 Eighth Avenue
New York, NY 10018
(212) 868-4660 phone / (212) 868-4680 fax

Structural Engineers:

Robert Silman Associates
88 University Place
New York, NY 10003
(212) 620-7970 phone / (212) 620-8157 fax

Landscape:

Donna Walcavage Landscape and Urban Design
212 Hicks Street
Brooklyn, NY 11201
(718) 834-0224 phone / (718) 834-9102 fax

Lighting:

AWA Architectural Lighting Designers
504 LaGuardia Place, 5th Floor
New York, NY 10012
(212) 473-9797 phone / (212) 473-9708 fax

09/18/06 BID DOCUMENT 100%

TYPICAL WINDOW SILL DETAIL @ SUITE BEDROOM
Scale: 1 1/2" = 1'-0"2

TYPICAL WINDOW HEAD DETAIL @ OFFICE
Scale: 1 1/2" = 1'-0"3

TOP OF FLOOR 2 SLAB

EL. 12'-0"

WINDOW HEAD @ OFFICE

EL. 9'-4"

TYP. BRICK WALL ASSEMBLY,
SEE 6/A410

ADJUSTABLE LINTEL/BRICK SHELF W/ SLOTTED
HOLES

SPRAY ON FIRE PROOFING

STEEL BEAM, SEE STRUCTURE DRWG

WP 3

ADJUSTABLE ANCHOR

FILL WITH BATT INSULATION

CONTINUOUS SEALANT AND
BACKER ROD

MTL FLASHING

FILL IN W/ 2" CMU BLOCK

PROVIDE SHIM AS REQUIRED

PAINTED GWB, TYP.

VERT. WALL REINFORCEMENT BAR TO BE WELDED TO
BEAM

x

WINDOW SILL @ OFFICE

EL. 2'-6"

WOOD BLOCKING

4" WIDE TRUSS WITH ADJUSTABLE TIE @ 16"
O.C.

WP 3

TYP. BRICK WALL ASSEMBLY,
SEE 7/A410

SEE 8/A410 FOR WALL ASSEMBLY W/ BEARING
CMU BACK UP

PLYWOOD SILL, PTD

ALUM. FLASHING

CAULKING

TYPICAL WINDOW SILL DETAIL @ OFFICE 
Scale: 1 1/2" = 1'-0"
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WOOD BLOCKING

WP 3

TYP. BRICK WALL ASSEMBLY,
SEE 6/A410

CONTINUOUS SEALANT AND BACKER
ROD 1/2" PLYWOOD SILL, PTD

CAULKING

VERTICAL WALL REINFORCEMENT

4 1/2" 4 1/2" 5 3/4"

BLOCKING, PTD BLACK AT REVEAL
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5/8" GWB, PTD

TYPICAL WINDOW HEAD SECTION DETAIL @ SUITE BEDROOM
Scale: 1 1/2" = 1'-0"1
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STEEL TUBE W/ SPRAY-ON FIRE PROOFING

SEE FINISH SCHEDULE FOR BASE AND FLOOR
FINISH

WP 3

STEEL ANGLE

TYP. BRICK WALL ASSEMBLY,
SEE 6/A410

FLASHING

RIGID INSULATION

GWB, TYP

SLIDER WINDOW
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CONTINUOUS SEALANT
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TYP. EIFS WALL ASSEMBLY,
SEE 5/A410

ALUM. SLIDER WINDOW, TYP.

SOLID BLOCK

INSULATION BOARD, CLOSURE BLOCK

PLYWOOD SILL, PTD

ALUM. FLASHING

SEALANT

1'
-7

" 
TY

P.
 F

R
O

M
 T

O
P 

O
F 

PL
AN

K

FIN TUBE
RADIATOR

4"
 M

IN
.

TYPICAL WINDOW SILL DETAIL @ EIFS WALL
Scale: 1 1/2" = 1'-0"6

TYPICAL WINDOW HEAD DETAIL @ EIFS WALL
Scale: 1 1/2" = 1'-0"5
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TYP. EIFS WALL ASSEMBLY,
SEE 5/A410

VENT ASSEMBLY FROM DRYVIT, OR APPROVED
EQUIVALENT

SEE FINISH SCHEDULE FOR BASE
AND FLOOR FINISH

WP 5

ALUM. FLASHING
ALIGN W/ WINDOW FLASHING

TYP. ROOF ASSEMBLY,
SEE 1b/A410

FLEX-FLASH FROM HYDROTECH, OR APPROVED
EQUIVALENT

TYPICAL ROOF EDGE CONDITION AT EIFS WALL (4TH FLOOR)
Scale: 1 1/2" = 1'-0"
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SEE FINISH SCHEDULE FOR BASE AND FLOOR
FINISH

TYP. EIFS WALL ASSEMBLY,
SEE 5/A410

WIDE FLANGE LINTEL W/  SPRAY FIRE PROOFING
SEE STRUCTURE DRWG.

GWB, TYP.

VENT TRACK

STARTER STRIP BY DRYVIT, OR APPROVED EQUIVALENT

SEALANT AND CAULKING

ALUM. FLASHING

WRAP MESH 2" MIN. AT BACKSIDE OF INSULATION

3/
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EXT. SHEATHING SUBSTRATE APPROVED BY EIFS
MANUFACTURE

GWB, PTD

ACOUSTICAL SEALANT, TYP.

FILL W/ SOUND INSULATION

1" INSULATED ALUM. PANEL FROM
MAPES, OR APPROVED EQUIVALENT

SLIDDING WINDOW

ALUM. FLASHING EXTERIOR

INTERIOR

WINDOW PLAN DETAIL @ PARTITION WALL (EIFS)
Scale: 3" = 1'-0"
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RISER FOR FIN TUBE
SEE MECH. DRWG

PLYWOOD SILL, PTD

INFINITY FINISH FROM DRYVIT, OR
APPROVED EQUIVALENT

GWB, PTD

FIXED WINDOW

BLOCKING

CONTINUOUS SEALANT AND
BACKER ROD

WRAP MESH 2" MIN. AT BACKSIDE
OF INSULATION

INSULATION BOARD, CLOSURE BLOCK

ALUM. FLASHING

DRYVIT FLASHING TAPE

8" CMU (SHEAR WALL)

2 LAYERS OF 1/2" GWB, TYP.

ACOUSTIC INSULATION

7/8" FURRING CHANNEL

PLYWOOD SILL, PTD, TYP.

WINDOW PLAN DETAIL @ PARTITION WALL (SHEAR WALL)
Scale: 3" = 1'-0"
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0 1 2 FT

1 LAYER OF 1/2" GWB, PTD

3 5/8" METAL STUD

1 LAYER OF 1/2" GWB, PTD

RISER FOR FIN TUBE
SEE MECH. DRWG
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1 LAYER OF 5/8" GWB, PTD

1 LAYER OF 5/8" GWB, PTD

6"

2 5/8"

LINE OF FLASHING

5 1/2"

TOP OF FLOOR 2 SLAB

EL. 12'-0"

WINDOW HEAD @ OFFICE

EL. 9'-4"

TYP. EIFS WALL ASSEMBLY,
SEE 7/A410

ADJUSTABLE LINTEL/BRICK SHELF W/ SLOTTED
HOLES

BOND BEAM

STEEL BEAM W/ SPRAY ON FIRE PROOFING
SEE STRUCTURE DRWG

RIGID INSULATION

CONTINUOUS SEALANT AND
BACKER ROD

MTL FLASHING

PROVIDE SHIM AS REQUIRED

TRANSITION FROM BRICK TO EIFS

EL. 10'-0", UON

TYPICAL WINDOW HEAD DETAIL @ FLOOR 1 (W/ CMU BACK UP)
Scale: 1 1/2" = 1'-0"7

TYP. BRICK TO EIFS WALL TRANSITION DETAIL,
SEE 13/A410

W.H. @ 16" O.C.

BOND BEAM (BB1) OVER DOOR OPENING.
REFER TO S203 FOR REINFORCING DETAILS.

LOOSE ANGLE FOR BRICK SUPPORT

DROPPED CEILING IN LOBBY 102-3

EL. 8'-0" AFF

DOOR/LOUVER SECTION DETAIL (1ST FLOOR)
Scale: 1 1/2" = 1'-0"11
0 1 2 3 FT

FLASHING

LOUVER ASSEMBLY

5/8" MOLD RESISTANT GWB, PTD.

DOOR FRAME

2" RIGID INSULATION

CONTINUOUS SEALANT

SEE A700 FOR DETAILS ON GWB
HANGING SYSTEM

WP 3

FLASHING
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