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FINISH, DOOR & WINDOW
SCHEDULE

A-701

FINISH LEGEND NOTE:

1. ROOMS TO BE PAINTED STANDARD COLOR BY 
IAC.

2. NA

3. PAINT NEWLY CONSTRUCTED AREAS TO 
MATCH EXISTING ROOM COLOR. 

4. PROVIDE RUBBER BASE AT NEW 
CONSTRUCTION TO MATCH EXISTING.

5. NA

6. NA

7 AT RAMP USE STUDDED RUBBER FLOOR  FROM 
ALLSTATE, PRODUCT # METRO.

WALLFLOOR CEILING

MAT. FIN.MAT.

FLOOR FINISH BASE

001

ROOM NAME

F I N I S H   S C H E D U L E

PT-2

FIN.

PT-4GWBMT-3, MT-4

NOTES

RB GWB

ROOM 
NUMBER

CLASSROOM

002 PT-2PT-5GWBRB GWBCLASSROOM

003 PT-2PT-1GWBRB GWBMECH. ROOM

004 LOUNGE

005 PREFAB ROOM NOTE 1

PREFAB ROOM

PREFAB ROOM

PREFAB ROOM

PREFAB ROOM

PREFAB ROOM

PREFAB ROOM

PREFAB ROOM

PRACTICE ROOM

006

007

008

009

010

011

012

013

018A HALL

019 MECH ROOM ---- - EXISTING ROOM TO REMAIN

020 STORAGE

021 RESTROOM

PT-2PT-1GWBRB GWB

STLRB STL

STLRB STL

STLRB STL

STLRB STL

STLRB STL

STLRB STL

STLRB STL

STLRB STL

PT-2PT-1GWBRB GWB

PT-2PT-1GWBRB GWB

PT-2PT-1GWBRB GWB

PT-2PT-3CT/GWBCT GWB

-

MT-1

CT

NOTE 1

NOTE 1

NOTE 1

NOTE 1

NOTE 1

NOTE 1

NOTE 1

NOTE 7 & 3

PT

CT CERAMIC TILE

PAINT

GYPSUM WALL BOARDGWB

RB RUBBER BASE

MT MARMOLEUM TILE

STL STEEL

SEE SPECS.

SEE SPECS.

SEE SPECS.

SEE SPECS.

MARMOLEUM TILE, FORBO GLOABL 2

SEE SPECS.

MT-5, MT-6

MT-1, MT-2

MT-1, MT-2

MT-1, MT-2

MT-1, MT-2

MT-1, MT-2

MT-1, MT-2

MT-1, MT-2

MT-1, MT-2

MT-1, MT-2

MT-1, MT-2

MT-1, MT-2

MT-1, MT-2

--

--

--

--

--

--

--

--

ADD ALT-1

WIDTH
FIRE 
RATING HDWR NOTESHEIGHT THICK. MAT.

DOOR
TYPE JAMB SADDLEFLOOR DOOR

 NO. LOCATION

D O O R    S C H E D U L E

1 3/4" 1 1/2 HRHM3'-6"STAIR E001 7'-0" A 1 S1 D

1 3/4" -HM3'-0"MECH. ROOM 003002 7'-0" A E

1 3/4" -HM6'-0"CLASSROOM 001003 7'-0" CC A

1 3/4" WD6'-0"004 7'-0" BB D

1 3/4" 3 HRHM3'-0"CLASSROOM 002005 7'-0" C A

1 3/4" HM3'-0"CLASSROOM 002006 7'-0" A D

-3'-0"IAC PREFAB PRACTICE ROOM007 6'-8" A

008

009

010

011

012

013

014

1 3/4" 1 1/2 HRHM3'-0"HALL 027015 7'-0" C D

1 3/4" HM3'-6"HALL 027017 6'-8" A

1 3/4" HM3'-0"PRACTICE ROOM 013018 6'-8" C

F

1 3/4" -HM3'-0"CLOSET 020019 6'-8" A E

1 3/4" -HM3'-0"RESTROOM 021020 6'-8" A B

1 S1

1 -

1 -

1 S1

1 S1

- -

1 S1

1 S1

1 S1

1

1 S2

CLASSROOM 001 -

1 1/2 HR

-3'-0"IAC PREFAB PRACTICE ROOM 6'-8" A- -

-3'-0"IAC PREFAB PRACTICE ROOM 6'-8" A- -

-3'-0"IAC PREFAB PRACTICE ROOM 6'-8" A- -

-3'-0"IAC PREFAB PRACTICE ROOM 6'-8" A- -

-3'-0"IAC PREFAB PRACTICE ROOM 6'-8" A- -

-3'-0"IAC PREFAB PRACTICE ROOM 6'-8" A- -

-3'-0"IAC PREFAB PRACTICE ROOM 6'-8" A- -

C

C

C

C

C

C

C

C

3 HR

A

NOTE 2

TYP. HM DOOR
Scale: 1/4" = 1'-0"A TYP. DOUBLE HM DOOR

Scale: 1/4" = 1'-0"AA TYP. DOUBLE WOOD DOOR
Scale: 1/4" = 1'-0"BB TYP. HM DOOR W/ VISION GLASS

Scale: 1/4" = 1'-0"C

D O O R    T Y P E S

DOOR HARDWARE AND FUNCTION NOTES:

A CLASSROOM
B RESTROOM
C PRACTICE ROOMS
D EGRESS
E J. CLOSET/ MECH. ROOM
F SPECIALTY
G OFFICE
H CLASSROOM STORAGE

NOTES:

1. DOOR, HARDWARE, SADDLES, VISION GLASS AND FRAMES TO BE 
PROVIED BY OWNER AND INSTALLED BY IAC, CONTRACTOR TO 
COORDINATE.
2. PROVIDE REQUIRED RATED GLASS VISION PANEL BY TGP "FIRE LITE 
PLUS". MAXIUMIM PANEL SIZE PER DOOR 100 SQ INCHES.
3. PROVIDE ELECTRIC DOOR HOLD OPEN BY LCN.
4. CONTRACTOR TO PROVIDE IAC STC 43 RATED DOOR.

TYP. DOUBLE HM DOOR W/ VISION GLASS
Scale: 1/4" = 1'-0"CC

VARIES SEE SCHEDULE VARIES SEE SCHEDULE VARIES SEE SCHEDULE VARIES SEE SCHEDULE VARIES SEE SCHEDULE

4"

TYPE

HM

FRAME DOOR

HM

HM

HM

HM

HM

HM

HM

HM

HM

HM

1 3/4" -WD6'-0"CLASSROOM 002005A 7'-0" BB H1 S1HM

NOTE 1

NOTE 1

NOTE 1

NOTE 1

NOTE 1

NOTE 1

NOTE 1

NOTE 1

016

NOTE 4, 1

NOTE 3

NOTE 2

NOTE:
1. NON RATED VISION GLASS IS TO BE 1/4" 
TEMPERED AND LAMINATED, NO WIRE SAFETY 
GLASS.

2. PROVIDE FIRE "FIRE LITE PLUS" RATED GLASS 
BY TGP WHERE NOTED IN DOOR SCHEDULE.

NOTE:
1. NON RATED VISION GLASS IS TO BE 1/4" 
TEMPERED AND LAMINATED, NO WIRE SAFETY 
GLASS.

2. PROVIDE FIRE RATED "FIRE LITE PLUS" GLASS 
BY TGP WHERE NOTED IN DOOR SCHEDULE.

VISION GLASS VISION GLASS

4"

ADD ALT-1

TYPDOOR FRAME LOCATION
N.T.S.2

3-1/2"

JAMB WIDTH

CERAMIC TILE

1

2
WATERPROOF 
MEMBRANE

MARBLE THRESHOLD

GROUT

ALUM. THRESHOLD

FILL IN SOLID W/ GROUT

SCHEDULED FLOOR

SUBFLOOR

SCHEDULED FLOOR

SUBFLOOR

JAMB WIDTH

HM DOOR AS
PER SCHEDULE

HM DOOR AS
PER SCHEDULE

CERAMIC TILE THRESHOLD DETAIL
Scale: 3" = 1'-0"S2THRESHOLD DETAIL

Scale: 3" = 1'-0"S1

CUT INNER LAYER BACK TO ALLOW FOR 

WOOD NAILER, RUN OUTSIDE LAYERS FULL.

FILL IN SOLID W/ GROUT

CONT SEALANT AROUND FRAME PERIMETER - TYP
BOTH SIDES 1/2"

1/16"

VARIES
SEE WALLTYPES

HOLLOW METAL FRAME

TYP. HM DOOR JAMB
Scale: 3" = 1'-0"1

DOUBLE STUDS  

TYP. BOTH JAMBS
1" WOOD NAILER

ACOUSTIC SEALANT 

2 LAYERS 5/8" GYP. (TYP. BOTH SIDES)
CUT INNER LAYER BACK TO ALLOW FOR 

(MIN. #14 GA.)

WOOD NAILER, RUN OUTSIDE LAYERS FULL.

IAC "SPLIT FRAME"

IAC STC 43 ACOUSTIC DOOR JAMB @ 013
Scale: 3" = 1'-0"3

WIDTH REMARKSHEIGHT MAT. GLASS TYPEFLOOR WINDOW 
TYPE

W I N D O W  S C H E D U L E

1'-7"A-1 1'-4" 1/4" LAMINATED AND TEMPERED

-A-2 BY IAC

MANUFACTURER 

WD

1'-7" 1'-4"

ALUMA-3 INSULATED3'-3" 5'-2"MARVIN OR APPROVED EQUAL

-

VIF

SUPPLIED BY OWNER AND INSATLLED BY IAC, CONTRACOTR TO COORDINATE

W I N D O W   T Y P E S

WINDOW AT ROOM 013
Scale: 1/4" = 1'-0"A-1

NOTE:
1. WINDOW IS MATCH EXISTING WINDOW AT 
ROOM 015. CONTRACTOR TO V.I.F HEIGHT AND 
SIZE. SEE DETAIL 5 A-701

2. GLASS TO BE 1/4" LAMINATED AND TEMPERED.

TYP.WINDOW AT IAC PREFAB ROOMS
Scale: 1/4" = 1'-0"A-2

NOTE:
1. WINDOW IS TO BE PROVIDED AND INSTALLED 
BY IAC. CONTRACTOR TO COORDIANTE. 

2. GLASS TYPE TO BE SPECIFIED BY IAC. 

3. WINDOW IS MATCH EXISTING WINDOW SIZE AT 
ROOM 015. CONTRACTOR TO V.I.F HEIGHT AND 
SIZE. 

1'-7"1" 1'-7"

DOUBLE HUNG WINDOW AT CELLAR
Scale: 1/4" = 1'-0"A-3

3'-3"

ADD ALT-1

LINE OF GWB BEYOND

SCHEDULED GWB PARTITION

3/4" PTD MDF 

1/4" GLASS, CENTER TO WALL

PRACTICE ROOM WINDOW SECTION @ 013
Scale: 3" = 1'-0"5

EQ EQ

1/4" REVEAL

ALUMINUM CHANEL W/ BACKER ROD & 
ACOUSTIC CAULK AROUND PERIMETER

1"

ADD ALT-1


