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WALL, FLOOR & CEILING TYPES

A-700

GWB PARTITION
Scale: 3" = 1'-0"1 2HR FIRE RATED GWB PARTITION

Scale: 3" = 1'-0"2 ACOUSTIC GWB PARTITION
Scale: 3" = 1'-0"3 SHAFT WALL

Scale: 3" = 1'-0"4 GWB FURRING W/ 2" STUDS
Scale: 3" = 1'-0"5

MEA M309-03-M
UL U415

GWB FURRING W/ 7/8" FURRING
Scale: 3" = 1'-0"5A

22 GUAGE 3-5/8" METAL 
STUDS @ 24" O.C. W/ 
THERMALFIBER BATT

5/8" GYP. WALL BD.  (1 LA. EA.SIDE) 
-CEMENTITIOUS BACKERBD. AT CERAMIC TILE 
LOCATIONS, WATER RESISTANT GWB AT 
WETROOM APPLICATIONS

ANCHOR TRACK TO SLAB & CEILING, TYP. 

SCHEDULED BASE

TAPE AND JOINT COMPOUND ENTIRE 
PERIMETER & BOTH SIDE TYP. 

3HR FIRE RATED GWB PARTITION
Scale: 3" = 1'-0"2A

22 GUAGE 1-5/8" METAL 
STUDS @ 16" O.C.
W/ FIRE RATED BATT

2HR FIRE RATED GWB & CMU PARTITION
Scale: 3" = 1'-0"2B

GWB PARTITION
Scale: 3" = 1'-0"1A

SAME AS WALL TYPE 1 BUT WITH GWB 
ONLY ON ONE SIDE

(2) 5/8" GWB 

22 GUAGE 3-5/8" METAL 
STUDS @ 24" O.C.
W/ FIRE RATED BATT

FIRE RATED CAULK ENTIRE PERIMETER 
& BOTH SIDE TYP. 

ANCHOR TRACK TO SLAB & 
CEILING, TYP. 

SCHEDULED BASE

ANCHOR TRACK TO UNDERSIDE OF SLAB OR 
EXISTING CEILING, TYP. 

ACOUSTIC CAULK W/ TAPE AND JOINT 
COMPOUND ENTIRE PERIMETER & BOTH 
SIDE TYP. 

(3) 5/8" GWB 

SCHEDULED BASE

(2) 5/8" GWB 

T.O. SLAB

UNDERSIDE OF CEILING
UNDERSIDE OF CEILING

TAPE AND JOINT COMPOUND ENTIRE 
PERIMETER & BOTH SIDE TYP. 

FIRE RATED CAULK ENTIRE PERIMETER 
& BOTH SIDE TYP. 

UNDERSIDE OF CEILING

ANCHOR TRACK TO SLAB & 
CEILING, TYP. 

SCHEDULED BASE

6" C.M.U

TAPE AND JOINT COMPOUND ENTIRE 
PERIMETER & BOTH SIDE TYP. 

FIRE RATED CAULK ENTIRE PERIMETER 
& BOTH SIDE TYP. 

UNDERSIDE OF CEILING

20 GUAGE METAL 
STUDS @ 24" O.C.
W/ FIRE RATED BATT

(2) 5/8"  GWB

ANCHOR TRACK TO C.MU. & 
CEILING, TYP. 

TAPE AND JOINT COMPOUND ENTIRE 
PERIMETER & BOTH SIDE TYP. 

(2) 5/8" GWB 

22 GUAGE 3-5/8" METAL 
STUDS @ 24" O.C.
W/ FIRE RATED BATT

ACOUSTIC CAULK ENTIRE PERIMETER & 
BOTH SIDE TYP. 

ANCHOR TRACK TO SLAB & 
CEILING, TYP. 

SCHEDULED BASE

UNDERSIDE OF CEILING

1" GYPSUM SHAFT LINER

ANCHOR TRACK TO SLAB & 
CEILING, TYP. 

SCHEDULED BASE

ANCHOR TRACK TO SLAB & 
CEILING, TYP. 

SCHEDULED BASE

ACOUSTIC CAULK W/ TAPE AND JOINT 
COMPOUND ENTIRE PERIMETER & BOTH 
SIDE TYP. 

UNDERSIDE OF CEILING

GWB LAMINATED
Scale: 3" = 1'-0"5C

SAME AS WALL TYPE 5, WITH GWB 
LAMINATED TO MASONRY WALL W SHIM 
AS REQUIRED TO MAINTAIN PLUMB WALL.

GWB PARTITION W 2-1/2" STUDS  
Scale: 3" = 1'-0"1B

SAME AS TYPE 1 GWB PARTITION W/ 2-1/2" STUDS

2-1/2" CH STUDS @ 24" O.C.

TAPE AND JOINT COMPOUND ENTIRE 
PERIMETER & BOTH SIDE TYP. 

ACOUSTIC CAULK ENTIRE PERIMETER & 
BOTH SIDE TYP. 

UNDERSIDE OF CEILING

22 GUAGE 2" METAL 
STUDS @ 24" O.C.

5/8" GWB 

SAME AS WALL TYPE 5, WITH 7/8" FURRING, 
SHIM AS REQUIRED TO MAINTAIN PLUMB WALL.

MEA 81-98-M
UL U419

MEA 81-98-M
UL U419

BSA 301-60-SM

PROVIDE STEEL DOWELS 
ANCHORED IN CONC. SLAB 
AS REQUIRED

GWB PLUMBING CHASE
Scale: 3" = 1'-0"6 NOT USED

Scale: 3" = 1'-0"7 LOW WALL
Scale: 3" = 1'-0"8

3/4" PTD MDF 

5/8" GWB

ANCHOR TRACK TO SLAB, TYP. 

SCHEDULED BASE

REFERNECE ELEVATION DRAWINGS FOR 
FINAL WALL HEIGHT

22 GUAGE 3-5/8" METAL 
STUDS @ 12" O.C.

PROVIDE BLOCKING FOR HANDRAIL AS REQUIRED

1/4" ALUMINUM REVEAL

SCHEDULED BASE

PREFAB ACOUSTIC ROOM PARTITION BY IAC
Scale: 3" = 1'-0"9

SCHEDULED BASE BY CONTRACTOR

NOTE:
1. PREFAB ACOUSTIC ROOMS AND PARTITIONS BOUGHT  
BY OWNER AND SUPPLIED BY IAC. CONTRACTOR TO 
COORDINATE INSTALLATION. 
2. REFERENCE ELEVATIONS FOR CEILING HEIGHTS. 
3. REFERENCE A-900, DETAILS 1, 2 & 3 FOR ADDITIONAL 
DETAILS.

T.O. EXISTING CONC. SLAB

UNDERSIDE OF CEILING

SCHEDULED WALL AND CEILING BY IAC

NEW CONC PAD UNDER EACH ROOM BY CONTRACTOR

SCHEDULED FLOOR BY CONTRACTOR

5/8" GWB 22 GUAGE 3-5/8" METAL 
STUDS @ 24" O.C.
THERMALFIBER BATT

5/8" GYP. WALL BD.  (1 LA. EA.SIDE) 
-CEMENTITIOUS BACKERBD. AT CERAMIC TILE 
LOCATIONS

ANCHOR TRACK TO SLAB & CEILING, TYP. 

SCHEDULED BASE

ANCHOR TRACK TO UNDERSIDE OF SLAB OR 
EXISTING CEILING, TYP. 

ACOUSTIC CAULK W/ TAPE AND JOINT 
COMPOUND ENTIRE PERIMETER & BOTH 
SIDE TYP. 

T.O. SLAB

UNDERSIDE OF CEILING

CONTRACTOR TO COORDINATE PLUMBING 
OPENING REQUIRED.

GENERAL PARTITION NOTES:

1. ALL GWB TO BE MOLD RESISTANT DENSARMOR BY 
GEORGIA PACIFIC.

2. AT CERAMIC TILE LOCATIONS PROVIDE CEMENT 
BOARD.

3. PROVIDE STEEL PLATE BLOCKING WHERE REQUIRED. 

1 1/2" CHANNELS
4'-0" O.C. MAX.
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FURRING CHANNEL
USG METAL

5/8" THK. GYP. BD.
FIRECODE 'C'

TAPE & JOINT

GAT CLIP #481.5L
CAT. #16.59 SM

1/4" DIA. GALV. STL.
HANGER 4'-0" O.C.

1 1/2" C.R. 16 GA. USG MET. FURR'G
CHANNEL CLIP

STEEL ANGLE W/SLOTTED HOLE
EXPANSION ANCHOR BOLT

TO CONC. SLAB
SECURE HANGER

COMPOUND
TAPE & JOINT

SECTION D-DSECTION C-C PERIMETER CONDITION

16 GA., 6" HIGH
STEEL PLATE (GRAB BAR LENGTH + 4" EACH END)
SECURED TO METAL STUD AT WALL

1 1/2" DIA. GRAB BAR

MTL. STUD

1'-8" WHERE 2 HORIZONTAL 
GRAB BARS ARE REQ'D PER ANSI

PAN HEAD SCREW

SCHEDULED GWB PARTITION

PENETRATION

FLEXIBLE, NON-HARDENING, SEALANT

WALL AS SCHEDULED

MAX 1/2" GAP AROUND PENETRATING ELEMENT PACKED 
TIGHTLY WITH LOOSE, LIGHTWEIGHT FIBERGLASS OR MINERAL 
WOOL INSULATION.  PENETRATING ELEMENT SHALL NOT MAKE 
RIGID CONTACT WITH SOUND CONTROL CEILING

SCHEDULED RATED WALL

METALLIC PIPE:
A. STEEL PIPE: 3 1/2" DIAMETER (OR SMALLER) SCHEDULE 10  
(OR HEAVIER) STEEL PIPE

B. CONDUIT: 3 1/2" DIAMETER (OR SMALLER) ELECTRICAL 
METALLIC TUBING OR STEEL CONDUIT

C. COPPER TUBING: 4" DIAMETER (OR SMALLER) TYPE M (OR 
HEAVIER) COPPER TUBING

TYPE FC OR RFC: MINIMUM 1" THICK COMPOUND APPLIED 
WITHIN OPENING, FLUSH WITH BOTH SURFACES OF THE WALL

TYP. LAY-IN ACT DETAIL
N.T.S.A TYP. GWB CEILING DETAIL

N.T.S.B

TYP. ACOUSTIC PENETRATION
N.T.S.D

TYP. DETAIL FOR GRAB BAR
N.T.S.E TYP. 2HR FIRESTOP DETAIL UL W-L-1063

N.T.S.F

NOT USED
N.T.S.C


