Al

BASE BY CONTRACTOR

/ ACOUSTIC METAL WALL PANEL BY IAC
METAL CHANEL BY IAC

SCHEDULED FLOOR BY CONTRACTOR

SELF LEVELING CONC. FLOOR BY CONTRACTOR
EXISTING CONC. FLOOR

Scale: 3" = 1'-0"

@ TRANSITION BETWEEN ACOUSTIC ROOM AND HALL

HALL 027

ACOUSTIC WALL DETAIL BETWEEN ROOMS

Scale: 3" = 1'-0"

/

/NEW STEEL OPENING
3HR RATED DOOR AND PARTITION

RN 7/
; &
‘ =
31_7n : /6':5!]’ —
e =
: Fg:\\\ glo < D_CI)
‘ S oC DO«
" AIGN T
\. Y <
_ |
~
s A-900 DETAILS
Scale: Actual Size
EXISTING MASONRY WALL
/

2'-10"

TOP OF FINISH FLOOR &

+0'-9" VIF

——— | MAX'SLOPE 1:8

HALL 018A

1-1/2" PTD STEEL HANDRAIL TO RETURN AT
WALL, ALL BENDS TO BE RADIUSED W/ AN
INSIDE DIMENSION OF 1-1/2"

SOLID WOOD BLOCKING ATTACHED TO
— FLOOR 16" O.C.

M

ACOUSTIC METAL WALL PANEL BY IAC
METAL CHANEL BY IAC

ACOUSTIC SEALANT AT PERIMETER BOTH SIDES BY IAC
SCHEDULED FLOOR BY CONTRACTOR

SELF LEVELING CONC. FLOOR BY CONTRACTOR
EXISTING CONC. FLOOR

\

/

\

ACOUSTIC METAL WALL PANEL BY IAC

4" STEEL STUD AND TRACK SECURED TO FLOOR
AND CEILING ONLY, NO ATTACHMENT TO
ACOUSTIC WALLS BY CONTRACTOR

PTD MDF SECURED TO STEEL BY CONTRACTOR
—— ACOUSTIC SEALANT BY CONTRACTOR

1/4"

Scale: 3" = 1'-0"

@ ACOUSTIC WALL DETAIL/ INFILL PANEL

ACOUSTIC ROOMS

L ACOUSTIC SEALANT BY CONTRACTOR

1/4" \ +1'-0" V.I.F.\

4 ACOUSTIC WALL DETAIL/ INFILL PANEL
Scale: 3" = 1'-0"

~_— EXISTING CMU WALL

RETURN AT WALL, TYP.

Lt

EXISTING MASONRY OPENING

NS — |
’I I_Oll \\\ 6!_0" |
9B T~ - :
A'9OO é \\\\\\\\\ : 5!_0!!
o\ Tl | .
O ~— e ! <
9A o- bl P :
A-900 PPt | I
ﬁl = I _— ‘ A/
[ — N
N
~
—‘_ —
: 5
g in
™
'I l_6|| ) n
T
- e
| N
A-900 DETAILS
Scale: Actual Size
ZEXISTING MASONRY WALL
'I I_Oll 7 |
‘I I_OII |

2'-10"

(2) 3/4" FLAME RETARDANT PLYWOOD

ATTACHED TO BLOCKING
| ——TRANSITION ARDEX FEATHER FINISH

!\. TOP OF FINISH FLOOR
iO"O"

@ RAMP DETAIL AT CELLAR

Scale: 1/2" =1'-0"

GENERAL RAMP NOTES

1. RAILINGS TO BE 1-1/2" O.D. PTD. STEEL. AND
RETURN AT WALLS. ALL BENDS TO BE RADIUSED
W/ AN MINIMUM INSIDE DIMENSION OF 1-1/2".

2. PROVIDE BLOCKING AS REQUIRED FOR SECURE
ATTACHEMENT OF HANDRAIL.

3. HANDRAIL BRACKETS TO BE JULIUS BLUM #497
OR APPROVED EQUAL.

4. AT NEW CONC RAMP:

-PROVIDE 15 MILL VAPOR BARRIER BY STEGO
WRAP.

-GUARDRAIL POSTS TO BE PTD. STEEL 1-1/2"
SQUARE TUBE SECURELY ATTACHED TO EXISTING
CONC SLAB W/ S.S. BOLTS.

-GUARDRAIL INFILL PANELS TO BE PTD. 2" X 2"
STEEL "SQUARE WELD" FROM MCNICHOLS. WIRE
MESH TO BE ATTACHED TO 1" STEEL FRAME

TOP OF FINISH FLOOR s
+0'-6" VIF

T

- EXISTING MASONRY WALL

O\

STAR A

|_—— EXISTING MASONRY OPENING
| ——1-1/2" PTD STEEL HANDRAIL

- FINISH BOTH SIDES OF RAMP W/ CONCRETE FINISH

|_——LINE OF EXISTING CONC. SLAB TO BE REMOVED

|_——NEW 6" THICK CONC SLAB TO ALIGN W/
EXISTING STAIR LANDING ELEVATION
T PROVIDE 1" TOPPING SLAB OVER MASONRY

2 WALL

@ TOP OF FINISH FLOOR

Ol_oll

9A RAMP DETAIL AT CELLAR
Scale: 1/2" = 1'-0"

CONTINUOUS 15 MIL VAPOR BARRIER AT NEW
RAMP

EQ 1 L EQ 1

EQ 1

-I I_Oll

Jﬁ

>——  1-1/2" PTD STEEL GUARDRAIL

|

| —1-1/2" PTD STEEL HANDRAIL
)

3!_6"

2'-10"

6"

WELDED WIRE INFILL PANEL
STEEL FRAME

NEW 6" THICK CONC SLAB W/ 15 MILL
VAPOR BARRIER TO ALIGN W/ EXISTING
ELEVATIONS

@ +0'-6" VIF
TOP OF FINISH FLOOR

9B RAMP DETAIL AT CELLAR
Scale: 1/2" =1'-0"

—— NEW PTD STEEL HANDRAIL, TO

[ SECURE STUD TO UNDERSIDE OF CEILING BY CONTRACTOR

| _—— PTD MDF SECURED TO STEEL STUD BY CONTRACTOR,
THERE IS TO BE NO ATTACHMENT OF STUDS TO

. —— SCHEDULED GWB PARTITION

1 1/4" CLARIDGE CORK ADHERED
. — 70 GWB. ARCHITECT TO

/ ACOUSTIC METAL WALL PANEL BY IAC

O,

'IOII

4'_0"

CHOOSE COLOR.
/V

3'-0" T.O. FLOOR

TYPICAL CORK BOARD

Scale: 3" = 1'-0"

@ NOT USED

@ NOT USED

AREA ABOVE PRACTICE ROOM

TO BE FULLY ENCLOSED
EXISTING GWB CEILING

DNTRACTOR TO CONNECT ——
CH PER MANUFACTURERS

~_——— NEW CONC RAMP AND LANDING

SUPPLY DUCT —

\

RECOMENDATION, TYP.

SOUND ATTENUATOR —
BY IAC

\
\AND CONDUIT

N
N i}

SCHEDULED FIXTURE

LINE OF EXISTING PIPES

ACOUSTIC ROOM BY IAC

8!_0"

7'_2"
7'_5"

Scale: 1/2" = 1'-0"

@ SECTION AT PREFAB ROOM 010

SUPPLY DUCT —— ™

,,,,,,,,,,,

SOUND ATTENUATOR

BY IAC (UOARGARGARAARAR

4"l
LINE OF CEILIGN =
BEYOND =

WWW}ZWX [T

\
\
|

1]
\
\
\
}

L

‘I O'_2II

8'_4"

11 SECTION AT PREFAB ROOM 006
Scale: 1/2" = 1'-0"

NEW STEEL GUARDRAIL BOLTED TO CONC. ——— ™
EXISTING NON STRUCTURAL CMU WALL

NEW CMU INFILL
NEW 6" CONC. RAMP RN

—
4\

NEW CONC CURB W/ FINISH TO ALIGN W/
EXISTING CONC SLAB

EXISTING CONC SLAB7

PROVIDE VAPOR BARIER

12 SECTION AT RAMP
Scale: 3" = 1'-0"

DOB FILING DRAWINGS Xx.xx.08
BID DOCUMENTS 1.22.08
ISSUE DATE
| |
| MEP ENGINEER:

NEW YORK, NY 10038
Ph: 212.732.9300

STANISLAV SLUTSKY, P.E.

CONSULTING ENGINEER

139 FULTON STREET, SUITE 307

| STRUCTURAL ENGINEER:

14 BEENA WAY
MANALAPAN, NJ 07726

Ph: 732.972.8496
Fx: 732.972.7562

ANTHONY GENNARO, P.E.

| PROJECT ARCHITECT:

\

ARCHITECTS, LLP

Fx 212.807.6405

28 WEST 25 STREET
NEW YORK NY 10010
Ph 212.807.9600

| PROJECT NAME:

CHURCH STREET
SCHOOL FOR MUSIC

AND ART
NEW YORK, NY 10007

| DRAWING TITLE:

DETAILS

FILE:

DATE:

SCALE:

PROJECT NO.: 0621

DRAWING NUMBER




