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CELLAR DEMOLITION PLAN
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REMOVE STEEL ROLL DOWN GATE, 
TRACKS AND HARDWARE

ENLARGE EXISTING MASONRY 
OPENING, REMOVE EXISTING STEEL 
LINTEL AND PROVIDE NEW STEEL, 
COORDINATE FINAL OPENING SIZE 
W/ A-200 & S-100

±4'-11"

±5'-1"

REMOVE PARTITIONS, 
RESTOOM FIXTURES. & 
FINISHES DOWN TO CONC. 
FLOOR, CAP AS REQUIRED. 

GENERAL DEMOLITION NOTES

1.1 EXCEPT WHERE NOTED OTHERWISE, IN AREA OF SCOPE- 
REMOVE ALL WALLS, FURRING, TRIM, GLAZING, DOORS, 
DOOR FRAMES,  MILLWORK & PLUMBING FIXTURES.

1.2 COORDINATE ALL DEMOLITION WITH ARCHITECTURAL 
DRAWINGS.

1.3 COORDINATE ALL DEMOLITION WITH MEP AND 
STRUCTURAL DRAWINGS.

1.4 PROTECT ALL CONSTRUCTION TO REMAIN.

1.5 FLOORS WILL REMAIN PARTIALLY OCCUPIED DURING 
DEMOLITION. COORDINATE WITH OWNER AND PROVIDE 
SAFE SEPARATION AND PASSAGE FOR OCCUPANTS.

1.6 COODINATE WITH OWNER HOURS OF DEMOLITION AND 
ACCESS TO SPACE.

 

REMOVE MASONRY WALL FOR NEW 
OPENING REF. S-100

REMOVE SLIDING FIRE DOORS, 
TRACKS AND HARDWARE

REFERENCE MEP DRAWINGS FOR 
REQUIRED DEMOLITION, TYP.

REMOVE EXISTING LIGHT FIXTURES ELECTRICAL 
BOXES ETC. IN AREA INDICATED. REMOVE GWB AS 
REQUIRED FOR INSTALLATION OF NEW LIGHT 
FIXTURES AND OUTLETS. PATCH AND REPAIR 
CEILING WHERE REQUIRED

LEGEND

EXISTING WALL TO REMAIN

EXISTING WALL TO BE REMOVED

DOOR TO BE REMOVED

MASONRY WALL TO BE REMOVED

REMOVE EXISTING FLOOR FINISH, REF NOTE 3

SCOPE OF WORK

BASE BUILDING AREA N.I.C.

REMOVE EXISTING FINISH FLOORING

±9'-0"

OPEN CELLAR
100

REMOVE NON LOAD 
BEARING CMU WALL

SHAFT UP
 

EXISTING GWB CEILING TO REMAIN, 
REMOVE EXISTING LIGHT FIXTURES,  
OUTLET BOXES AND CONDUIT IN 
SPACE PATCH AND REPAIR GWB 
CEILING WHERE EXISTING LIGHT 
FIXTURES AND CONDUIT WERE 
REMOVED 

REMOVE GWB FOR NEW
PLUMBING ROUGH IN

REMOVE FINISHES DOWN TO
SUBFLOOR

REMOVE EXISTING WINDOWS

±3'-1"

REMOVE MASONRY WALL

OPEN CELLAR
104

ELEC. VAULT
105

REMOVE CONC. SLAB AND
SOIL FOR NEW CONC. RAMP,

REFERENCE A-200

REMOVE PARTITIONS, RESTOOM 
FIXTURES. & FINISHES DOWN TO 
CONC. FLOOR, CAP AS REQUIRED.

CELLAR DEMOLITION PLAN
Scale: 1/4" = 1'-0"
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REMOVE NON LOAD BEARING 
MASONRY PIERS, TYP.

STAIR F
 

REMOVE CONC. & SOIL AS REQUIRED 
FOR NEW SUMP PUMP AND DRAIN. 
REFERENCE P-1

REMOVE CONC 
AND SOIL FOR 
NEW DRAIN. 
REFERENCE P-1

REMOVE CONC. & SOIL AS REQUIRED 
FOR NEW DRAIN. REF. P-1

EXISTING GWB CEILING TO REMAIN, REMOVE 
EXISTING LIGHT FIXTURES,  OUTLET BOXES 
AND CONDUIT IN SPACE, PATCH AND REPAIR 
GWB CEILING WHERE EXISTING LIGHT 
FIXTURES AND CONDUIT WERE REMOVED 

EXISTING GWB CEILING TO REMAIN, REMOVE 
EXISTING LIGHT FIXTURES,  OUTLET BOXES 
AND CONDUIT IN SPACE PATCH AND REPAIR 
GWB CEILING WHERE EXISTING LIGHT 
FIXTURES AND CONDUIT WERE REMOVED 

EXISTING SPACE TO REMAIN, 
CONTRACTOR TO PROTECT

ADD ALT-1


